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1.

Line item 1.3.3 Sound attenuated weatherproof enclosure to 75 db

The list of required equipment and features shall apply to all gensets identified herein. Generator output
power characteristics shall be 220/127, 60HZ, 3 phase and neutral, (4 Wire) except were otherwise stated.

Should read:

1.3.3 Sound attenuated weatherproof enclosure to 50 db
The list of required equipment and features shall apply to all gensets identified herein. Generator output
power characteristics shall be 220/127, 60HZ, 1 phase and neutral, (3 Wire) except were otherwise stated.

2.

Line item 2.2.1 The alternator shall be a multi-pole revolving field type, wired for 220/127v, 3 phase, 60
HZ, 4 wire, with a brushless, static exciter. Generators shall be prime rated as shown in Table I. The
stator shall be directly connected to the engine flywheel to ensure permanent alignment. The generator
shall meet temperature rise standards for class "F" varnish and conform to MIL-1-24092, Type "M" class
155. All leads shall be extended into the AC connected panel. The alternator shall be protected by
internal thermal overload protection and an automatic reset field circuit breaker. One step load acceptance
shall be 100% of nameplate kW rating and meet the requirements of NFPA 110, paragraph 5-13.2.6.

Should read:

The alternator shall be a multi-pole revolving field type, wired for 220/127v, 1 phase, 60 HZ, 3 wire, with
a brushless, static exciter. Generators shall be prime rated as shown in Table I. The stator shall be directly
connected to the engine flywheel to ensure permanent alignment. The generator shall meet temperature
rise standards for class "F" varnish and conform to MIL-1-24092, Type "M" class 155. All leads shall be
extended into the AC connected panel. The alternator shall be protected by internal thermal overload
protection and an automatic reset field circuit breaker. One step load acceptance shall be 100% of
nameplate kW rating and meet the requirements of NFPA 110, paragraph 5-13.2.6.

3.
50 Table |- LIST OF REQUIRED EQUIPMENT

GENSET AND CONTROL PANEL
Generator Set: Diesel fuel engine generators wired for 220/110 volts, 1-phase, 60HZ.

Control Panel: AC meter package, phase selector switch, cyclic cranking with crank limiter, voltage adjust
rheostat, hour-meter, oil pressure and coolant temperature gauges, DC batter charge ammeter, panel light
lamp test/reset switch, AUTO/OFF/MANUAL switch with red "Not in Auto” annunciator light, latched
shutdowns and five light annunciation for:

Low oil pressure
High coolant temperature
Over crank



Over speed

RPM sensor loss

Fuel shut-off solenoid valve

Fuel filter and water separator

Electronic governor

Battery charging alternator

Battery cables

Flex exhaust

Solenoid activated starter motor

Air cleaner and oil filter with internal bypass
Oil and antifreeze

Oil and radiator drain extensions

Vibration isolators between engine/alternator and base frame
Cool flow radiator with fan guards

Sound attenuating enclosure (75db min)
Installed critical muffler

Installed UL listed main circuit breaker (rated to generator full load)
10A/12V battery charger

135AH (4D) battery

Flexible fuel lines (2)

(6) Sets of owners manuals

Automatic Transfer Switch: (See Table I)

Transfer switch (Ampacity based on Genset Full Load Output)
3 pole, transfer switch rated at 220/127 volts

Time delay neutral

Safety disconnect switch

System voltage 220/127 three phase

Utility voltage sensing controls:

- Drop-out and pick-up (70 to 95% adjustable)

- Utility interrupt delay (1 to 10 seconds adjustable)
2 wire start system

CPU control with 7 day exerciser

NEMA 1 enclosure

Full 1-year warranty

UL 1008 listed

(6) Sets of Owner's Manuals

Should read:
5.0 Table | - LIST OF REQUIRED EQUIPMENT
GENSET AND CONTROL PANEL

Generator Set: Diesel fuel engine generators wired for 220/110 volts, 1-phase, 60HZ.
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Control Panel: AC meter package, phase selector switch, cyclic cranking with crank limiter, voltage adjust
rheostat, hour-meter, oil pressure and coolant temperature gauges, DC batter charge ammeter, panel light
lamp test/reset switch, AUTO/OFF/MANUAL switch with red "Not in Auto” annunciator light, latched
shutdowns and five light annunciation for:

Low oil pressure

High coolant temperature

Over crank

Over speed

RPM sensor loss

Fuel shut-off solenoid valve

Fuel filter and water separator

Electronic governor

Battery charging alternator

Battery cables

Flex exhaust

Solenoid activated starter motor

Air cleaner and oil filter with internal bypass
Oil and antifreeze

Oil and radiator drain extensions

Vibration isolators between engine/alternator and base frame
Cool flow radiator with fan guards

Sound attenuating enclosure (50db min)
Installed critical muffler

Installed UL listed main circuit breaker (rated to generator full load)
10A/12V battery charger

135AH (4D) battery

Flexible fuel lines (2)

(6) Sets of owners manuals

Automatic Transfer Switch: (See Table I)

Transfer switch (Ampacity based on Genset Full Load Output)
3 pole, transfer switch rated at 220/127 volts

Time delay neutral

Safety disconnect switch

System voltage 220/127 1 phase, 3 wire

Utility voltage sensing controls:

- Drop-out and pick-up (70 to 95% adjustable)

- Utility interrupt delay (1 to 10 seconds adjustable)
2 wire start system

CPU control with 7 day exerciser

NEMA 1 enclosure

Full 1-year warranty

UL 1008 listed

(6) Sets of Owner's Manuals




